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Size:  0148

Length:  4.6 mm

Width:   2.0 mm

Height: 4.8 mm

786 314 520 48

Size:  0557

Length:  4.7 mm

Width:   2.0 mm

Height: 5.7 mm

786 314 720 57

Size:  0453

Length:  4.1 mm

Width:   2.0 mm

Height: 5.3 mm

786 314 020 53

Size:  0315

Length:  3.2 mm

Width:   1.5 mm

Height: 1.5 mm

786 312 715 15

Size:  0320

Length:  2.7 mm

Width:   1.5 mm

Height: 2.0 mm

786 312 715 20

Size:  0610

Length:  6.0 mm

Width:   3.0 mm

Height: 10.0 mm

786 316 030 10

Size:  1670

Length:  4.5 mm

Width:   2.0 mm

Height: 7.0 mm

786 314 520 70

Size:  1562

Length:  7.15 mm

Width:   2.5 mm

Height: 6.2 mm

786 317 025 62

Size:  1440

Length:  3.5 mm

Width:   2.5 mm

Height: 4.0 mm

786 313 525 40

Size:  0625

Length:  3.0 mm

Width:   2.0 mm

Height: 2.5 mm

786 313 020 25

Size:  1613

Length:  7.0 mm

Width:   2.5 mm

Height: 13.0 mm

786 317 025 13

Size:  2240

Length:  6.0 mm

Width:   2.0 mm

Height: 4.0 mm

786 316 020 40

Size:  2140

Length:  5.0 mm

Width:   3.0 mm

Height: 4.0 mm

786 315 030 40

Size:  1735

Length:  3.0 mm

Width:   2.0 mm

Height: 3.5 mm

786 313 020 35

Size:  1730

Length:  3.15 mm

Width:   2.0 mm

Height: 3.0 mm

786 313 020 30




